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Testing Process

Total llluminance Measurements

Illuminance is measured using the Viso Systems LabSpion®, which takes multiple measurements across a
light beam to calculate the total delivered lumens, beam, and field of a product. These values can be
described as the empirical output of the product as it projects from the lens or lenses. All photometric
data contained in this report are obtained from the actual illuminance of the tested Chauvet light source
and are never theoretical values derived from calculations.

Testing Lab Equipment and Process

The Chauvet headquarters in Davie, Florida has a climate- and light-controlled photometric testing
laboratory where Chauvet products are analyzed and photometric data are measured using the Viso
Systems LabSpion® light measurement solution.

This system includes a spectrometer sensor, which measures the precise light and color output of the
fixture, and a two-axis goniometer, which rotates the product to allow for multi-angle and multi-
directional measurement. The Viso Light Inspector software then collects and summarizes the data. From
the data gathered, the software can also measure the beam and field angles, accurate color temperature,
color quality, and illuminance at multiple distances. The custom-built, Chauvet-specific template presents
this information in the photometric and chromaticity reports that follow.

IES (llluminating Engineering Society) files, an industry-standard file format, are also generated from each
test for easy distribution of photometric data.

Several light meters are also used for specific products or to recheck for precision. Accuracy is verified
using one or more of the devices listed below:

e Sekonic SpectroMaster C-700-U
e EXTECH HDA450 Datalogging Heavy Duty Light Meter
o Asensetek Essence Lighting Passport

To ensure accurate measurements in every photometric or chromaticity test, Chauvet routinely calibrates
the LabSpion® system every six months as recommended by Viso Systems.
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Full Power

Report Summary

Measurements

Fixture Output 4285 Im
Fixture Peak: 21866 cd
Fixture Efficacy: 39 Im/W
Intensity @ 5m: 874 lux
Color Temperature: 9056 K
CRI: 539 CRI R9 Value: -12311
CQSs: 815

TLCI 63

TM-30 Rf. 705

T™M-30 Rg: 1254

Beam Angle (50%): 18°
Field Angle (10%). 40.9°
Cutoff Angle (3%): 73.2°

Conditions
AC Supply: 117 V, 60 Hz
Power: 109.64 W
Current: 0937 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 1.0 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

7
Tested Color (CIE 1931):
X 0.302
Y0259 L
Light Quality
I: 53.9
Color Temperature
9056 K
X
Beam Angle 1 8°
Chauvet Professional — www.chauvetprofessional.com I
© 2024 Chauvet & Sons, LLC. All rights reserved lI
All product specifications, measurements and dimensions are subject to change without notice PROFESSIONAL
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Full Power
Beam Details
Bm

Distance (m) m 3m 5m 0m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
97 Ix
Cutoff: 732°
ZWM Field: 409°
Lux* / Beam 18°
87%/
2426X//
Beam Center
ZON\
225&3\\
8l N\
Footcandles* \
*measured at center of beam 20 N
9fc
Beam Width(m) 03 m m 16m 32m 48 m
Beam Width (ft) 1t 311t 52 ft 104 ft 156 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m 7m 8m 9m 10m
Lux 21838 5459 2426 1365 874 607 446 341 270 218
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 180 152 129 m 97 85 76 67 60 B5
Distance 3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 2029 507 225 127 8l 56 41 32 25 20
Distance 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 17 14 12 10 9 8 7 6 6 5

Chauvet Professional — www.chauvetprofessional.com E 'I'

© 2024 Chauvet & Sons, LLC. All rights reserved
All product specifications, measurements and dimensions are subject to change without notice
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Full Power

Candela Plot

20000

15000

10000

Candela (cd)

5000

Angle

Beam Angle (50%): 18°
Field Angle (10%): 40.9°
Cutoff Angle (3%): 73.2°

Vertical Distribution
Horizontal Distribution

ISO Diagrams

ISO Candela Diagram

ISO Lux Diagram

90°

75°

60°

45°

30°

Vertical angle

-30°

-45°

-60°

-75°

Horizontal angle

Bl 90 %
[ 80 %
70 %
60 %
50 %
W 40 %
30 %
B 20 %
Bl 10 %

19653.8 cd
17470.1 cd
15286.3 cd
13102.6 cd
10918.8 cd
8735.0 cd
6551.3 cd
4367.5 cd
2183.8 cd

Peak intensity: 21837.6 cd
Number of c-planes: 8

I 50.0 %
30.0 %
10.0 %

B 50%

B 30%

1213.2 Ix
727.9 Ix
242.6 Ix
121.3 Ix
72.8 Ix

Peak illuminance: 2426.4 Ix
Mounting height: 3.0 m

Number of c-

-8

Chauvet Professional — www.chauvetprofessional.com
© 2024 Chauvet & Sons, LLC. All rights reserved
All product specifications, measurements and dimensions are subject to change without notice
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Full Power

CIE 1931
0.8 {
4 9056 K
0.7 v + 1
x: 0.302
y: 0.259
0 . ) .
05
ey “
04 J,(%
s
03| w 5
0.2
0.1 .
0.000 0.1 0.2 0.3 04 0.5 0.6 0.7

CRI: 53.9 (R1-R8)

CIE 1931 - Zoom

Color Parameters

82 Z4 76
Color Color Color
Temperature Coordinate Coordinate
2 P CIE 1931 CIE 1931
CCT X y
R1 R2 R3 R4 R5 R6 R7 R8 R10 R11 R12 R13 R14 R15
9056 K 0.302 0.259
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
-0.0341 0.259 0.220
cas: 81.5 c°'°'.' Red Color Quality
Rendering
Component Scale
Index
CRl CRI - R9 caQs
539 -1231 815
Television
ng!'\ ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf TM30 Rg
63 705 1254

Chauvet Professional — www.chauvetprofessional.com
© 2024 Chauvet & Sons, LLC. All rights reserved

All product specifications, measurements and dimensions are subject to change without notice




Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Full Power

TM-30 Details

sraphicshins ) | - O @ @i
Rf 70 5 Hue Bin R Chroma Hue 130 E @ Apprc?x. IirTﬂtsfor
L 1 57 24% 2% F ° practical light sources.
Fidelity Index 2|70 14% ) -4% 120 £
3 76 | 11% -4% E
(Rg) 8 | 3% 6% o E
78 6% 9% E
6 69 16% 15% D00 [
7 72 | 18% 7% e
R 8 70 | 12% 6% o F
g 125.4 g I Il B I
10 |85 0% 10% o E
11 |6l 1% 20% E
Gammut Index 2 les| g | ove F
(Rg) 13 |61 6% 33% E
1 49 12% 34% 60:1111I||||I||||I||||I||||
Color Vector Graphic v ol B 29% 50 60 70 80 9 100
16 |59 | 19% 9% Rf
/< >\ Rf by Hue
[£ 100

ﬂ ]

X
-

Color Distortion Graphic

-10%
-15%
-20%

Color Evaluation Sample

3 8
-
p—

|
|
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o s
—
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics-w/Half Filter - Full Power

Report Summary

Measurements

Fixture Output 4372 Im
Fixture Peak: 15008 cd
Fixture Efficacy: 41 Im/W
Intensity @ 5m: 595 lux
Color Temperature: 8770 K
CRI: 527 CRI R9 Value: -1339
CQs: 812

TLCI: 60

TM-30 Rf. 70.3

TM-30 Rg: 1254

Beam Angle (60%): 22.1°
Field Angle (10%). 52.5°
Cutoff Angle (3%): 90.2°

Conditions
AC Supply: 117 V, 60 Hz
Power: 107.06 W
Current: 0919 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 1.0 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/14/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

7
Tested Color (CIE 1931):
X 0.304
Y. 0260
Light Quality
I: 52.7
Color Temperature
a
8770 K
L2
Beam Angle 22 1 o
|}
Chauvet Professional — www.chauvetprofessional.com I
© 2024 Chauvet & Sons, LLC. All rights reserved lI
All product specifications, measurements and dimensions are subject to change without notice PROFESSIONAL
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics-w/Half Filter - Full Power
Beam Details
Bm

Distance (m) m 3m 5m 10m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
66 Ix
Cutoff: 90.2°
MV Field: 52.5°
Lux* / Beam: 22.1°
59%/
Beam Center
‘SSN\
m&\
55 N\
Footcandles* \
*measured at center of beam 14 f&
6fc
Beam Width (m) 04 m 12m 19m 39 m 58 m
Beam Width (ft) 1.3 ft 38 ft 6.4 ft 128 ft 192 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 14879 3720 1653 930 595 413 304 232 184 149
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 123 103 88 76 66 58 51 46 41 37
Distance 3.3ft 6.6ft 9.8ft 13.1t 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 1382 346 154 86 56 38 28 22 17 14
Distance 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 1 10 8 7 6 B B 4 4 3
Chauvet Professional — www.chauvetprofessional.com I
© 2024 Chauvet & Sons, LLC. All rights reserved ll
PROFESSIONAL

All product specifications, measurements and dimensions are subject to change without notice
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics-w/Half Filter - Full Power

Candela Plot
15000 Beam Angle (50%): 22.1°
Field Angle (10%): 52.5°
Cutoff Angle (3%): 90.2°
g 10000
S
[
°
c
©
(§]
5000
Vertical Distribution
Horizontal Distribution
Angle
ISO Diagrams
ISO Candela Diagram goi Bl 920 % 13390.9 cd
v B 80%  11903.0 cd
o 70 % 10415.1 cd
45° 60 % 8927.2 cd
D fs0° 50 % 7439.4 cd
g B 40%  5951.5cd
Tl 30 % 4463.6 cd
el B 20%  2975.7 cd
L Bl 0%  1487.9cd
-30°
-45°
- Peak intensity: 14878.7 cd
i Number of c-planes: 8
Horizontal angle
ISO Lux Diagram Bl 50.0% 826.6 Ix
8 30.0% 496.0 Ix
6 10.0% 165.3 Ix
4 Bl 50% 827Ix
B 30%  49.6Ix
2
;
-2
-4
-6 Peak illuminance: 1653.2 Ix
8 Mounting height: 3.0 m
Number of c-planes: 8
8 6 4 -2 0 2 4 6 8 m
Chauvet Professional — www.chauvetprofessional.com I
© 2024 Chauvet & Sons, LLC. All rights reserved lI
All product specifications, measurements and dimensions are subject to change without notice PROFESSIONAL
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics-w/Half Filter - Full Power

Chromaticity
CIE 1931 CIE 1931 - Zoom
+ 4 8770 K
0.7 v + + + 1
x: 0.304
y: 0.260
) \ | |
0.5
ey “‘
0.4 J,(%
s
03 [ 3
0.2
0.1 .
0.0 d
0.0 0.1 0.2 0.3 04 0.5 0.6 0.7
CRI: 52.7 (R1-R8) Color Parameters
81 =20 76
12 (Al
o1 Color Color Color
Coordinate Coordinate
19 20 Temperature CIE 1931 CIE 1931
R1 R2 R3 R4 R5 R6 R7 RS R10 R11 R12 R13 R14 R15 cer X Y
8770 K 0.304 0.260
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
-0.0347 0.260 0221
cas: 81.2 c°'°'.' Red Color Quality
Rendering
Component Scale
Index
CRl CRI - R9 caQs
527 -1339 812
Television
c ng!'\ ting Color Fidelity Color Gamut
onsistency
Index
TLCI TM30 - Rf TM30 Rg
60 703 1254

Chauvet Professional — www.chauvetprofessional.com
© 2024 Chauvet & Sons, LLC. All rights reserved
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics-w/Half Filter - Full Power

TM-30 Details

140 [£ o
Graphic shifts (%) - O O O
Rf 70 3 Hue Bin R Chroma Hue 130 E @ Apprc?x. IirTﬂtsfor
L 1 54 24% 2% F ° practical light sources.
. ' 0, _50, *
Fidelity Index 2|8 1) o 20
3 76 11% 5% -
(Rg) 87 3% 5% ok
78 5% 9% C
6 69 15% 15% D100 =
9 5 e 0
7 73 17% 7% E
8 67 13% 7% o F
Rg 125.4 S A I -
10 85 1% 10% o F
11 62 1% 19% F
Gammut Index 2 el x| e :
(Rg) 13 |60 | 6% 34% =
14 48 12% 35% . F
Golor Vector Graphi s |
olor Vector Graphic 16 0 0% 9% o
(< x Rf by Hue
100

X
"N

Color Distortion Graphic

-10%
-15%
-20%
Color Evaluation Sample
100
< 80 —u 1
= m
3 60 i =
£
240 - =
T
o HHHH ‘ H||| | | |||H |
0 N AN WA s WU ENE NN
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics-w/CYC Filter - Full Power

Report Summary

Measurements

Fixture Output 3795 Im
Fixture Peak: 6913 cd
Fixture Efficacy: 35 Im/W
Intensity @ 5m: 276 lux
Color Temperature: 8803 K
CRI: 549 CRI' R9 Value: -117.0
CQS: 818

TLCI: 63

TM-30 Rf: 712

TM-30 Rg: 1249

Beam Angle (50%): 31.9°
Field Angle (10%): 76.1°
Cutoff Angle (3%): 127.3°

Conditions
AC Supply: 116 V, 60 Hz
Power: 10948 W
Current: 0944 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 1.0 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/14/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

7
Tested Color (CIE 1931):
X 0.303
Y. 0261
Light Quality
I: 54.9
Color Temperature
[
8803 K
LA
Beam Angle 31 90
|}
Chauvet Professional — www.chauvetprofessional.com I
© 2024 Chauvet & Sons, LLC. All rights reserved lI
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics-w/CYC Filter - Full Power
Beam Details
10m Bm

Distance (m) Im 3m 5m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
31 x
Cutoff. 127.3°
69/ Field: 761°
Lux* / Bear: 319°
27%/
76%/
Beam Center
WC\\
71 m\\
ZGN\
Footcandles* \
*measured at center of beam 6 fc\
3fc
Beam Width(m) 06 m 17m 29 m 57m 86m
Beam Width (ft) 19 ft 56 ft 94 ft 187 ft 281 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 6901 1725 767 431 276 192 141 108 85 69
Distance 1im 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 57 48 41 &5 31 27 24 21 19 17
Distance | 3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 641 160 71 40 26 18 13 10 8 6
Distance | 36.1ft 39.4ft 42,71t 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 5 4 4 3 3 8 2 2 2 2
Chauvet Professional — www.chauvetprofessional.com I
© 2024 Chauvet & Sons, LLC. All rights reserved ll
PROFESSIONAL
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics-w/CYC Filter - Full Power

Candela Plot

6500
6000
5500
5000
4500
4000

3500

Candela (cd)

3000
2500
2000
1500
1000

500

Angle

Beam Angle (50%): 31.9°
Field Angle (10%): 76.1°
Cutoff Angle (3%): 127.3°

Vertical Distribution
Horizontal Distribution

ISO Diagrams

ISO Candela Diagram

ISO Lux Diagram

Vertical angle

90°

75°

60°

45°

30°

-30°

-45°

-60°

-75°

Horizontal angle

Bl 90 %
[ 80 %
70 %
60 %
50 %
W 40 %
30 %
B 20 %
Bl 10 %

6221.4 cd
5530.1 cd
4838.9 cd
4147.6 cd
3456.3 cd
2765.1 cd
2073.8 cd
1382.5 cd
691.3 cd

Peak intensity: 6912.7 cd
Number of c-planes: 8

I 50.0 %
30.0 %
10.0 %

B 50%

B 30%

-8

Chauvet Professional — www.chauvetprofessional.com
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383.9 Ix
230.3 Ix
76.8 Ix
38.4 Ix
23.0 Ix

Peak illuminance: 767.7 Ix
Mounting height: 3.0 m
Number of c-

planes: 8



Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics-w/CYC Filter - Full Power

CIE 1931
0.8 {
4 { 8803 K }
0. v - f
! x: 0.303
y: 0.261
06 | ! |
o T\L
ey “
0.4 J,(%
+ 4?3‘,9
3 4/*%:32-
0.3 - X
0.2
0.1
0‘%0 0.1 » 0.2 0.3 04 0.5 0.6 0.7
CRI: 54.9 (R1-R8)
82 25 - .
25

R1 R2 R3 R4 R5 R6 R7 RS

R10 R11 R12 R13 R14 R15

CcQs: 81.8
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CIE 1931 - Zoom

Color Parameters

Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
CCT X y
8803 K 0.303 0261
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
-00332 0.261 0.219
c°'°'.' Red Color Quality
Rendering
Component Scale
Index
CRI CRI'- R9 CQs
549 -117.0 818
Television
ng!'\ ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf T™M30 Rg
63 712 1249

All product specifications, measurements and dimensions are subject to change without notice
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics-w/CYC Filter - Full Power

TM-30 Details

140 [£ -
Graphic shifts (%) F O
Rf 71 2 Hue Bin R Chroma Hue 130 E @Apprc?x.lirpitsfor
L 1 57 23% 2% F ° practical light sources.

' ' 0, _AY *

Fidelity Index 2|70 4% 4% 120 £

3 77 11% -4% -

(Rg) 87 | 3% 6% oE

78 6% 9% E

6 69 16% 15% D00

o 100 =

7 72 18% 7% E

8 67 13% 6% o E

Rg 124.9 A R R Y-

10 85 0% 10% -

11 62 1% 19% E

Gammut Index 2 el x| 2 :

(Rg) 13 | 61 6% 32% =

14 50 12% 33% o F

Golor Vector Graphi s s
olor Vector Graphic 16 61 19% 2% o
Y x Rf by Hue
(& 100

X
-

Color Distortion Graphic

-10%
-15%
-20%
Color Evaluation Sample

3 8
—ll
—

|
|

Fidelity Index (Rf)
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o s
—
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics-w/Stealth Filter - Full Power

Report Summary

Measurements

Fixture Output 1257 Im
Fixture Peak: 3230 cd
Fixture Efficacy: 12 Im/W
Intensity @ 5m: 129 lux
Color Temperature: 7721 K
CRI: 545 CRI R9 Value: -1265
CQs: 81.7

TLCI: 56

TM-30 Rf. 72.2

TM-30 Rg: 1247

Beam Angle (50%). 26.6°
Field Angle (10%). 639°
Cutoff Angle (3%): 100.8°

Conditions
AC Supply: 115V, 60 Hz
Power: 10591 W
Current: 0919 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 1.0 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/14/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

[ 400 450 NEEEEEEEES T
7
Tested Color (CIE 1931):
X 0.309
Y0271
Light Quality
I: 54.5
Color Temperature
a
7721 K
. 4
Beam Angle 26 60
|}
Chauvet Professional — www.chauvetprofessional.com I
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics-w/Stealth Filter - Full Power
Beam Details
10m Bm

Distance (m) m 3m 5m
98 ft 164 ft 328 ft 492 ft

Distance (ft) 33 ft

14 1x
Cutoff: 100.8°

32% Field 639°
Lux* / Beam: 26.6°
@%/
35%/
Beam Center
SOO&;\\
33 &\
12 N\
Footcandles* \
*measured at center of beam 3 f(\
1fc
Beam Width(m) 05 m 14m 24 m 47 m 71m
Beam Width (ft) 16 ft 46 ft 78 ft 155 ft 233 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 3227 807 359 202 129 90 66 50 40 32
Distance 1im 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 27 22 19 16 14 13 11 10 9 8
Distance | 3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 300 75 3B 19 12 8 6 5 4 3
Distance | 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 2 2 2 2 1 1 1 1 1 1
Chauvet Professional — www.chauvetprofessional.com I
© 2024 Chauvet & Sons, LLC. All rights reserved ll
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics-w/Stealth Filter - Full Power

Candela Plot

3000

2500

2000

1500

Candela (cd)

1000

500

Angle

Beam Angle (50%): 26.6°
Field Angle (10%): 63.9°
Cutoff Angle (3%): 100.8°

Vertical Distribution
Horizontal Distribution

ISO Diagrams

ISO Candela Diagram

ISO Lux Diagram

Vertical angle

90°

75°

60°

45°

30°

-30°

-45°

-60°

-75°

Horizontal angle

-8
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4 -2 0 2 4 6 8m

20

Bl 90 %
[ 80 %
70 %
60 %
50 %
W 40 %
30 %
B 20 %
Bl 10 %

2904.6 cd
2581.8 cd
2259.1 cd
1936.4 cd
1613.7 cd
1290.9 cd
968.2 cd
645.5 cd
322.7 cd

Peak intensity: 3227.3 cd

Number of c-

I 50.0 %
30.0 %
10.0 %

B 50%

B 30%

planes: 8

179.3 Ix
107.6 Ix
35.9 Ix
17.9 Ix
10.8 Ix

Peak illuminance: 358.6 Ix
Mounting height: 3.0 m

Number of c-

planes: 8



Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics-w/Stealth Filter - Full Power

CIE 1931
+ 4 7721 K
0.7 v { - - 1
x: 0.309
y: 0.271
) \ | |
0.5
ey “‘
0.4 e
< i%}/
4/*%?‘2- 4
Py — AN
0.2
0.1 .
0.0 -
0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7

CRI: 54.5 (R1-R8)

82

24

R1 R2 R3 R4 R5 R6 R7 RS8

R10 R11 R12 R13 R14 R15

cQs: 81.7

Chauvet Professional — www.chauvetprofessional.com
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CIE 1931 - Zoom

Color Parameters

Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
CCT X y
7721 K 0.309 0.271
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
-0.0305 0.271 0.219
c°'°'.' Red Color Quality
Rendering
Component Scale
Index
CRI CRI'- R9 CQs
545 -1265 817
Television
ng!'\ ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf T™M30 Rg
56 722 1247

All product specifications, measurements and dimensions are subject to change without notice
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics-w/Stealth Filter - Full Power

TM-30 Details

140 [ -
Graphic shifts (%) N6
Rf 72 2 Hue Bin R Chroma Hue 130 E @ Apprc?x. IirTﬂtsfor
[ | 1 55 24% 2% E practical light sources.
. ' o, _BY =
Fidelity Index 2|69 1% 6% 120 |
3 77 12% 7% -
(Rg) 90 | 2% 4% woE
81 4% 8% C
6 71 15% 14% D100 E
[
7 75 17% 5% E
8 71 17% 4% o F
Rg 124.7 o |ss| 10% | 1% 3
10 88 1% 7% o F
11 65 1% 21% F
Gammut Index 2 el % | 2 E
(Rg) 13 |62 5% 32% =
14 54 8% 28% . F
c I V t G h- 15 50 34% 32% E)Cx)x116IO||||7Io||||8Io||||9Io|||]|oo
olor Vector Graphic 16 61 19% % .
(< x Rf by Hue
100

N

Color Distortion Graphic

-10%
-15%
-20%
Color Evaluation Sample
100
80 =
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8 & 3
—— |
—E
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Red Only

Report Summary

Measurements
Fixture Output 2023 Im
Fixture Peak: 10304 cd
Fixture Efficacy: 26 Im/W
Intensity @ 5m: 412 lux
Color Temperature: O K
CRII00 CRI'R9 Value: 00
CQSs: 00

TLCI n/a

TM-30 Rf. 0.0

TM-30 Rg: 00

Beam Angle (50%): 18°
Field Angle (10%): 40.8°
Cutoff Angle (3%). 72.8°

Conditions
AC Supply: 117 V, 60 Hz
Power: 79.05 W

Current. 0675 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data
Power Factor: 099 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

Tested Color (CIE 1931):
X 0699
Y: 0.300

Light Quality

CRI: 0.0

Color Temperature

Beam Angle 1 8°

Chauvet Professional — www.chauvetprofessional.com I
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Red Only
Beam Details
10m Bm

Distance (m) m 3m 5m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
46 Ix
Cutoff: 72.8°
WOM Field: 408°
Lux* / Beam 18°
J%/
114%/
Beam Center
956fc\\
mN\
38 N\
Footcandles* \
*measured at center of beam 10 fo\
4 fc
Beam Width (m) 03 m m 16m 32m 48 m
Beam Width (ft) 1 ft 31ft b2 ft 104 ft 156 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 10291 2573 143 643 412 286 210 161 127 103
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 85 71 ol 08 46 40 36 32 29 26
Distance | 3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 956 239 106 60 38 27 20 15 12 10
Distance | 36.1ft 39.4ft 42,71t 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 8 7 6 5 4 4 8 8 8 2
Chauvet Professional — www.chauvetprofessional.com I
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Red Only

Candela Plot
Beam Angle (50%): 18°
1o Field Angle (10%): 40.8°
Cutoff Angle (3%): 72.8°
£l
L
©
]
-g 5000
©
o
Vertical Distribution
Horizontal Distribution
Angle
ISO Diagrams
ISO Candela Diagram goi Bl 920 % 9262.0 cd
v B 80%  8232.9cd
oo 70 % 7203.7 cd
45° 60 % 6174.6 cd
D |30° 50 % 5145.5 cd
g B 40%  4116.4cd
L 30 % 3087.3 cd
el B 20% 20582 cd
L BN 0% 10291 cd
-30°
-45°
- Peak intensity: 10291.1 cd
o Number of c-planes: 8
Horizontal angle
ISO Lux Diagram Bl 500% 571.71x
8 30.0% 343.0 Ix
6 10.0% 114.31Ix
4 Bl 50% 5720
B 30% 3431
2
0
-2
-4
-6 Peak illuminance: 1143.5 Ix
8 Mounting height: 3.0 m
Number of c-planes: 8
8 6 -4 -2 0 2 4 6 8m
Chauvet Professional — www.chauvetprofessional.com I
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Red Only

CIE 1931
08
E
07 4
x: 0.699
y: 0.300
06 \
05 ?
L5 ;
+ % %’ 5
0.4 e
J,*‘i;%%
J/-H ‘b%( .
03| w 5
4%1
0.2
0.1
0.0 o
0.0 0.1 0.2 03 04 05 06 07

CRI: 0.0 (R1-R8)

CIE 1931 - Zoom

: nla

Color Parameters

o 60 o0 0 o0 0 0 o0 0 o0 0O 0O 0o 0 O

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQ@s: 0.0

Chauvet Professional — www.chauvetprofessional.com

©
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Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
CCT X y
0K 0699 0.300
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
n/a 0.300 0538
COIOT Red Color Quality
Rendering
Component Scale
Index
CRI CRI-R9 CQs
00 00 00
Television
ng_h ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf T™M30 Rg
n/a 00 00

All product specifications, measurements and dimensions are subject to change without notice
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Red Only

TM-30 Details

140 [
. . C Approx. limits for sources
Graphlc shifts (%) = @ @ @ on the Planckian locus.
Rf o o Hue Bin Rs Chroma Hue 130 — @ Approx. limits for
L} 1 0 0% 0% C practical light sources.
i i 2 0 0% 0% ’
Fidelity Index ; ; 120 £
0 0% 0% F
(Rg> 0 0% 0% o F
0 0% 0% C
0 0% 0% D0
7 0 0% 0% c
8 0 0% 0% 90 E
Rg 0.0 s o o% | o% :
10 0 0% 0% 80 C
11 0 0% 0% -
Gammut Index 2 1ol o | ox E
(Rg) 13 |0 0% 0% =
14 0 0% 0% F
15 0 0% 0% 60 Cy y v Ll i e b
- (] (]
Color Vector Graphic 1 0 0% 0% 50 60 70 . 80 9 100
Rf by Hue
100
90
80
i ‘ 70
.h._ “. 60
Color Distortion Graphic 50
Local Chroma Shift by Hue
20%
15%
10%
5%
0%
-5%
-10%
-15%
-20%
Color Evaluation Sample
100
— 80
-
c
® 60
he]
£
_é- 40
)
-]
ir 20
Osraaamanaoooooooaaaareaooooooosaaaaaropooooooaaaaaeooop oo oo e aaaaRRoo oo o e AAA R oo oo aaRAARaaD
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Green Only

Report Summary

Measurements
Fixture Output 3783 Im
Fixture Peak: 19210 cd
Fixture Efficacy: 53 Im/W
Intensity @ 5m: 766 lux
Color Temperature: O K
CRII00 CRI'R9 Value: 00
CQS: 00

TLCI n/a

TM-30 Rf. 0.0

TM-30 Rg: 00

Beam Angle (60%): 18.1°
Field Angle (10%): 41°
Cutoff Angle (3%): 73.5°

Conditions
AC Supply: 117 V, 60 Hz
Power: 7237 W
Current: 0620 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 099 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

Tested Color (CIE 1931):
X 0.169
Y:0.732

Light Quality

CRI: 0.0

Color Temperature

Chauvet Professional — www.chauvetprofessional.com i
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Green Only
Beam Details
Bm

Distance (m) m 3m 5m 0m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
85 Ix
Cutoff: 735°
w92'x/ Field: 41°
Lux* / Beam: 181°
76%/
Z]V/
Beam Center
mN\
w%N\
71 N\
Footcandles* \
*measured at center of beam 18 f\
8fc
Beam Width (m) 03 m m 16m 32m 48 m
Beam Width (ft) 1t 31ft 52 ft 104 ft 156 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 19160 4790 2129 1198 766 532 391 299 237 192
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 158 133 113 98 85 75 66 59 53 48
Distance 3.3ft 6.6ft 9.8ft 13.1t 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 1780 445 198 111 71 49 36 28 22 18
Distance | 36.1ft 39.4ft 42,71t 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 15 12 1 9 8 7 6 5 5 4
Chauvet Professional — www.chauvetprofessional.com I
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Green Only

Candela Plot
Beam Angle (50%): 18.1°
Field Angle (10%): 41°
Cutoff Angle (3%): 73.5°
15000
o~
L
©
-g 10000
c
©
(§]
5000
Vertical Distribution
Horizontal Distribution
Angle
ISO Diagrams
ISO Candela Diagram goi Bl 920 % 17244.2 cd
v B 80%  15328.2cd
oo 70 % 13412.2 cd
45° 60 % 11496.2 cd
D |30° 50 % 9580.1 cd
g B 40%  7664.1cd
Tl 30 % 5748.1 cd
2| B 20%  38321cd
L BN 0%  1916.0 cd
-30°
-45°
- Peak intensity: 19160.3 cd
i Number of c-planes: 8
Horizontal angle
ISO Lux Diagram Il 50.0% 1064.5 Ix
8 30.0% 638.7 Ix
6 10.0% 2129Ix
4 Bl 50% 1064 Ix
B 30% 63.9Ix
2
0
-2
-4
-6 Peak illuminance: 2128.9 Ix
8 Mounting height: 3.0 m
Number of c-planes: 8
8 6 4 -2 0 2 4 6 8 m
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Green Only

CIE 1931

08 | | |

Slo. 4
0.7 v { + + 1

x: 0.169
y: 0.732
06 ! 1
le
05
+ ‘% %\ 4
0.4 P
++q;q% (% 2
4 %\-
03| w 5
0.2
L3
0.1
&

0.0

0.0 0.1 0.2 03 04 05 06 07

CRI: 0.0 (R1-R8)

CIE 1931 - Zoom

Color Parameters

o 60 o0 0 o0 0 0 o0 0 o0 0O 0O 0o 0 O

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs: 0.0

Chauvet Professional — www.chauvetprofessional.com
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Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
CCT X y
OK 0.169 0.732
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
n/a 0.732 0.059
COIOT Red Color Quality
Rendering
Component Scale
Index
CRl CRI - R9 caQs
00 00 00
Television
ng.h ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf TM30 Rg
n/a 00 00

All product specifications, measurements and dimensions are subject to change without notice
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Green Only

TM-30 Details

140 [
. . C Approx. limits for sources
Graphlc shifts (%) = @ @ @ on the Planckian locus.
Rf o o Hue Bin Rs Chroma Hue 130 — @ Approx. limits for
L} 1 0 0% 0% C practical light sources.
i i 2 0 0% 0% ’
Fidelity Index ; ; 120 £
0 0% 0% F
(Rg> 0 0% 0% o F
0 0% 0% C
0 0% 0% D0
7 0 0% 0% c
8 0 0% 0% 90 E
Rg 0.0 s o o% | o% :
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Blue Only

Report Summary

Measurements
Fixture Output 768 Im
Fixture Peak: 4063 cd
Fixture Efficacy: 10 Im/W
Intensity @ 5m: 162 lux
Color Temperature: O K
CRII00 CRI'R9 Value: 00
CQSs: 00

TLCI: n/a

TM-30 Rf. 0.0

TM-30 Rg: 00

Beam Angle (60%): 17.4°
Field Angle (10%): 39.8°
Cutoff Angle (3%). 72.3°

Conditions
AC Supply: 116 V, 60 Hz
Power: 79.89 W
Current: 0687 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 099 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

©

00

Tested Color (CIE 1931):
X 0.154
Y: 0026

Light Quality

CRI: 0.0

TH—

Color Temperature
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Blue Only
Beam Details
10m Bm

Distance (m) m 3m 5m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
18 Ix
Cutoff: 72.3°
) M Field: 39°
Lux* / Beam: 17.4°
P“//
45%/
Beam Center
37m\\
42 &\
15 N\
Footcandles* \
*measured at center of beam 4 fC\
2fc
Beam Width (m) 03 m 09m 15m 31m 46 m
Beam Width (ft) 1 ft 3 ft 5ft 10 ft 151t
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 4054 1013 450 253 162 13 83 63 50 41
Distance 1im 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 34 28 24 21 18 16 14 13 11 10
Distance | 3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 377 94 42 24 15 10 8 6 & 4
Distance | 36.1ft 39.4ft 42,71t 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 6 3 2 2 2 1 1 1 1 1
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Blue Only

Candela Plot

4000

3500

3000

2500

2000

Candela (cd)

1500

1000

500

Angle

Beam Angle (50%): 17.4°
Field Angle (10%): 39.8°
Cutoff Angle (3%): 72.3°

Vertical Distribution
Horizontal Distribution

ISO Diagrams

ISO Candela Diagram

ISO Lux Diagram

90°

75°

60°

45°

30°

Vertical angle

-30°

-45°

-60°

-75°

Horizontal angle

Bl 90 %
[ 80 %
70 %
60 %
50 %
W 40 %
30 %
B 20 %
Bl 10 %

3648.4 cd
3243.0 cd
2837.6 cd
2432.3 cd
2026.9 cd
1621.5 cd
1216.1 cd
810.8 cd

405.4 cd

Peak intensity: 4053.8 cd

Number of c-

I 50.0 %
30.0 %
10.0 %

B 50%

B 30%

planes: 8

225.2 Ix
135.1 Ix
45.0 Ix
225 Ix
13.5 Ix

Peak illuminance: 450.4 Ix
Mounting height: 3.0 m

Number of c-

-8
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Blue Only

CIE 1931 - Zoom

CIE 1931
0.8
5
07 4
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0.6 \
0.5 s
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0.4 e
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J/-H ‘b%( .
03 [ 5
4%1
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0.1
0.0 z T
0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7

CRI: 0.0 (R1-R8)

%0

o 60 o0 0 o0 0 0 o0 0 o0 0O 0O 0o 0 O

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQ@s: 0.0
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Auv: n/a
Color Parameters
Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
CCT X y
0K 0.154 0026
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
n/a 0026 0205
COIOT Red Color Quality
Rendering
Component Scale
Index
CRI CRI-R9 CQs
00 00 00
Television
ng_h ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf T™M30 Rg
n/a 00 00
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Blue Only

TM-30 Details

140 [
. . C Approx. limits for sources
Graphlc shifts (%) = @ @ @ on the Planckian locus.
Rf o o Hue Bin Rs Chroma Hue 130 — @ Approx. limits for
L} 1 0 0% 0% C practical light sources.
i i 2 0 0% 0% ’
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Warm White Only

Report Summary

Measurements

Fixture Output 2843 Im
Fixture Peak: 14411 cd
Fixture Efficacy: 50 Im/W
Intensity @ 5m: 575 lux
Color Temperature: 3073 K
CRI: 826 CRI'R9 Value: 7.7
CQSs: 807

TLCI. 64

TM-30 Rf. 831

TM-30 Rg: 99.0

Beam Angle (60%): 18.1°
Field Angle (10%). 41.2°
Cutoff Angle (3%): 73.5°

Conditions
AC Supply: 117 V, 60 Hz
Power: 5813 W
Current: 0.498 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 099 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

Tested Color (CIE 1931): [
X 0429
Y: 0.395

Light Quality

Color Temperature

r Y
3073 K
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Warm White Only
Beam Details
Bm

Distance (m) m 3m 5m 10m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
64 Ix
Cutoff: 735°
WM Field: 412°
Lux* / Beam: 181°
57%/
Beam Center
Bm\\
mg&\
53 N\
Footcandles* \
*measured at center of beam 13 f&
6fc
Beam Width (m) 03 m m 16m 32m 48 m
Beam Width (ft) 1 ft 31ft b2 ft 104 ft 156 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 14369 3592 1597 898 S 399 293 225 177 144
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 19 100 85 73 64 56 50 44 40 36
Distance 3.3ft 6.6ft 9.8ft 13.1t 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC [8€5 334 148 83 53 37 27 21 16 13
Distance 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 1 9 8 7 6 B B 4 4 3
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Warm White Only

Candela Plot
Beam Angle (50%): 18.1°
Field Angle (10%): 41.2°
Cutoff Angle (3%): 73.5°
% 10000
X
©
[
°
c
@
(8]
5000
____ Vertical Distribution
__ Horizontal Distribution
Angle
ISO Diagrams
ISO Candela Diagram goi Bl 90 % 12932.4 cd
" B 80%  11495.5cd
o0 70 % 10058.5 cd
45° 60 % 8621.6 cd
D |30° 50 % 7184.7 cd
g B 40%  5747.7cd
[ 30 % 4310.8 cd
2| B 20%  2873.9cd
2" BN 0% 14369 cd
-30°
-45°
- Peak intensity: 14369.3 cd
i Number of c-planes: 8
Horizontal angle
ISO Lux Diagram B 50.0% 798.3Ix
8 300% 479.0Ix
6 10.0% 159.7 Ix
4 B 50% 798I
Bl 30% 4791
2
0
-2
-4
-6 Peak illuminance: 1596.6 Ix
8 Mounting height: 3.0 m
Number of c-planes: 8
8 6 4 -2 0 2 4 6 8 m
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Warm White Only

CIE 1931
0.8 {
3073 K
0.7 i T "
x: 0.429
y: 0.395
0.6 T T
0.5
%
04 J,(%
e
03| w 5
0.2
0.1 .
0.0 :
0.0 0.1 0.2 0.3 0.4 06

CRI: 82.6 (R1-R8)

Q28

Jo

90
82 81

87

83

83

CIE 1931 - Zoom

Color Parameters

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQs: 80.7

Chauvet Professional — www.chauvetprofessional.com
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Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
CCT X y
3073 K 0429 0395
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
-0.0025 0395 0249
c°|°'.' Red Color Quality
Rendering
Component Scale
Index
CRI CRI'- R9 CQs
826 77 80.7
Television
ng_h ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf T™M30 Rg
64 831 990
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Warm White Only

TM-30 Details

140 [ o
Graphic shifts (%) N6
Rf 83 1 Hue Bin R Chroma Hue 130 E @ Apprc?x. IirTﬂtsfor
| ] 1 80 11% 2% E practical light sources.

. ' _Qo, 0, *
Fidelity Index 2 |80 &%) 8% 120 £
3 74 2% 14% -
(Rg) 82 5% 11% ok
89 7% 6% C
6 88 7% -3% S
100 =

7 82 1% -11% e d
8 91 2% 5% o F
Rg 99.0 o |8 | 6% | 1% 3
10 84 7% 6% o F
11 80 -2% 13% F
Gammut Index 2 lse| oo | e E
(Rg) 13 |88 | 7% -4% =
14 82 7% -13% . F

c I V t G h- 15 79 0% 14% E)Cx)x116IO||||7Io||||8Io||||9Io|||]|oo
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Lime Only

Report Summary

Measurements

Fixture Output 4378 Im
Fixture Peak: 22059 cd
Fixture Efficacy: 68 Im/W
Intensity @ 5m: 881 lux
Color Temperature: 4284 K
CRI: 565 CRI R9 Value: -109.7
CQS: 457

TLCI: 39

TM-30 Rf. 0.0

TM-30 Rg: n/a

Beam Angle (50%): 18.2°
Field Angle (10%): 41.1°
Cutoff Angle (3%): 73.6°

Conditions
AC Supply: 117 V, 601 Hz
Power: 6455 W
Current: 0.553 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 099 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

%
Tested Color (CIE 1931):
X 0403
Y0524
Light Quality
I: 56.5
Color Temperature
4284 K
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Lime Only
Beam Details

Distance (m) m 3m 5m 0m 5m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
98 Ix

Cutoff: 73.6°

22M Field: 411°
Lux* / Beam: 182°
24%/
Beam Center
ZOKN\
227&;\\
SZN\
Footcandles* \
*measured at center of beam 20 N
9fc
Beam Width(m) 03 m m 16m 32m 48 m
Beam Width (ft) 1.1 ft 311t 53 ft 105 ft 158 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m 7m 8m 9m 10m
Lux 22035 5509 2448 1377 881 612 450 344 272 220
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 182 153 130 12 98 86 76 638 61 58]
Distance 3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 2047 512 227 128 82 57 42 32 25 20
Distance 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 17 14 12 10 9 8 7 6 6 5
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - Lime Only

Candela Plot

20000

15000

10000

Candela (cd)

5000

Angle

Beam Angle (50%): 18.2°
Field Angle (10%): 41.1°
Cutoff Angle (3%): 73.6°

Vertical Distribution
Horizontal Distribution

ISO Diagrams

ISO Candela Diagram

ISO Lux Diagram

90°

75°

60°

45°

30°

Vertical angle

-30°

-45°

-60°

-75°

Horizontal angle

Bl 90 %
[ 80 %
70 %
60 %
50 %
W 40 %
30 %
B 20 %
Bl 10 %

19831.9 cd
17628.4 cd
15424.8 cd
13221.3 cd
11017.7 cd
8814.2 cd
6610.6 cd
4407.1 cd
2203.5 cd

Peak intensity: 22035.5 cd
Number of c-planes: 8

I 50.0 %
30.0 %
10.0 %

B 50%

B 30%

1224.2 Ix
734.5 Ix
244 .8 Ix
122.4 Ix
73.5Ix

Peak illuminance: 2448.4 Ix
Mounting height: 3.0 m

Number of c-

-8
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Lime Only

Chromaticity
CIE 1931 CIE 1931 - Zoom
3 . o7
0.8
4 ‘ 4284 K
0.7 <
x: 0.403
y: 0.524
0.6 \ é\Q
05 | ,
+ % % &
0.4 i‘&%%j %’
Y
s .
03 [ 3
0.2
N
L3 $ o
0.1 O
AR
N ; L o |
0.0 0.1 0.2 0.3 04 0.5 0.6 0.7
CRI: 56.5 (R1-R8) Color Parameters
91
82
50 52 16 Color Color
I = 34 37 Temcc:::ture Coordinate Coordinate
| 27 P CIE 1931 CIE 1931
R9 CCT X y
R1 R2 R3 R4 R5 R6 R7 R8 R10 R11 R12 R13 R14 R15 1084 K 0403 0504
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
0.0500 0524 0.190
Cas: 45.7 COIOT Red Color Quality
Rendering
Component Scale
Index
CRl CRI - R9 caQs
565 -109.7 457
Television
ng!'\ ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf TM30 Rg
39 00 n/a
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - Lime Only

TM-30 Details

140 [
. . C Approx. limits for sources
Graphlc shifts (%) = @ @ @ on the Planckian locus.
Rf o o Hue Bin Rs Chroma Hue 130 — @ Approx. limits for
L} 1 0 0% 0% C practical light sources.
Al 2 0 0% 0% =
Fidelity Index ; ; 120 £
0 0% 0% F
(Rg> 0 0% 0% o F
0 0% 0% C
0 o C
0 0% 0% ':‘g,1 00 £
7 0 0% 0% C
8 0 0% 0% 90 E
Rg n/a s o] ox | ox :
10 0 0% 0% 80 C
11 0 0% 0% -
Gammut Index 2 1ol o | ox E
(Rg) 13 |0 0% 0% =
14 0 0% 0% F
15 0 0% 0% 60 Cy y v Ll i e b
Color Vector Graphic 1 0 0% 0% 50 60 70 . 80 9 100
Rf by Hue
100
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - 3200K

Report Summary

Measurements

Fixture Output 3461 Im
Fixture Peak: 17689 cd
Fixture Efficacy: 45 Im/W
Intensity @ 5m: 706 lux
Color Temperature: 3197 K
CRI: 935 CRI R9 Value: 97.0
CQS: 923

TLCI 82

TM-30 Rf. 91.7

T™M-30 Rg: 1071

Beam Angle (60%): 17.9°
Field Angle (10%): 41°
Cutoff Angle (3%): 73.3°

Conditions
AC Supply: 116 V, 60 Hz
Power: 76.49 W
Current: 0657 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 099 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

Tested Color (CIE 1931): [
X 0422
Y: 0.395

Light Quality

Color Temperature

r Y
3197 K
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - 3200K
Beam Details
Bm

Distance (m) m 3m 5m 0m

Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
78 Ix
Cutoff: 73.3°
w77‘x/ Field: 41°
Lux* / Beam: 17.9°
70%/
Beam Center
164&\
wgzk\
66 N\
Footcandles* \
*measured at center of beam 16 f\
7 fc
Beam Width (m) 03 m 09m 16m 32m 47 m
Beam Width (ft) 1 ft 31ft b2 ft 103 ft 155 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 17656 4414 1962 104 706 490 360 276 218 177
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 146 123 104 90 78 69 6] 54 49 44
Distance | 3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 1640 410 182 103 66 46 33 26 20 16
Distance 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 14 1 10 8 7 6 6 B 5 4
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - 3200K

Candela Plot
Beam Angle (50%): 17.9°
Field Angle (10%): 41°
15000 Cutoff Angle (3%): 73.3°
B+
)
% 10000
°
c
@
(8]
5000
Vertical Distribution
Horizontal Distribution
Angle
ISO Diagrams
ISO Candela Diagram goi Bl 90 % 15890.7 cd
N B 80% 141251 cd
oo 70 % 12359.4 cd
45° 60 % 10593.8 cd
o [0 50 % 8828.2 cd
g B 40%  7062.5cd
Tl 30 % 5296.9 cd
2| B 20%  3531.3cd
2" BN 0% 17656 cd
-30°
-45°
- Peak intensity: 17656.3 cd
i Number of c-planes: 8
Horizontal angle
ISO Lux Diagram B 50.0% 980.9 Ix
8 300% 5885 Ix
6 10.0% 196.2 Ix
4 B 50% 9811
B 30% 589Ix
2
:
-2
-4
-6 Peak illuminance: 1961.8 Ix
8 Mounting height: 3.0 m
Number of c-planes: 8
8 6 4 -2 0 2 4 6 8 m
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - 3200K

CIE 1931

CIE 1931 - Zoom

CRI: 23.5 (R1-R8)
94 o1 93 9 22 93 ¥
86

Color Parameters

- Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
B CCT X y
3197 K 0422 0395
Color Deviation Color Color
» from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 00014 0395 0245
cas: 2'3 c°|°'.' Red Color Quality
Rendering
9 Component Scale
Index
CRI CRI'- R9 CQs
935 970 923
Television
ng_h ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf T™M30 Rg
82 9.7 1071
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practical light sources.
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Approx. limits for sources
Approx. limits for

on the Planckian locus.
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1%
2%
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4%

Graphic shifts (%)
Chroma

Rf by Hue

Rs¢
94
95
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93
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89

Local Chroma Shift by Hue

90
50
20%
15%
10%
5%
0%
5%
-10%
-15%
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Hue Bin
8
10
11
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13
14
15
16

Standard Optics - 3200K

(Rg)

Rf 91.7
Fidelity Index
Rg 107.1

Gammut Index

Color Evaluation Sample

Photometric & Chromaticity Report
TM-30 Details

COLORado Solo Bar 1

Color Vector Graphic
Color Distortion Graphic
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - 4000K

Report Summary

Measurements

Fixture Output 3626 Im
Fixture Peak: 18508 cd
Fixture Efficacy: 46 Im/W
Intensity @ 5m: 738 lux
Color Temperature: 3993 K
CRI: 9311 CRI R9 Value: 977
CQS: 934

TLCI: 82

TM-30 Rf. 91.3

TM-30 Rg: 1066

Beam Angle (50%): 18°
Field Angle (10%): 41°
Cutoff Angle (3%): 73.6°

Conditions
AC Supply: 116 V, 60.1 Hz
Power: 80.04 W
Current: 0.688 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 099 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

Tested Color (CIE 1931): [
X 0.380
Y: 0372

Light Quality

Color Temperature

F Y
3993 K
Beam Angle 1 8°
Chauvet Professional — www.chauvetprofessional.com i
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - 4000K
Beam Details

Distance (m) m 3m 5m 0m 15m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
82 Ix
Cutoff. 736°
w85‘x/ Field: 41°
Lux* / Beam 18°
73%/
20%/
Beam Center
mN\
@1N\
69 N\
Footcandles* \
*measured at center of beam 17 f\
8fc
Beam Width (m) 03 m 09m 16m 32m 47 m
Beam Width (ft) 1t 311t 52 ft 104 ft 156 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m 7m 8m 9m 10m
Lux 18458 4614 2051 154 738 513 377 288 228 185
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 153 128 109 94 82 72 64 57 51 46
Distance 3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 1715 429 191 107 69 48 35 27 21 17
Distance 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 14 12 10 9 8 7 6 B 5 4
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - 4000K

Candela Plot
Beam Angle (50%): 18°
Field Angle (10%): 41°
Cutoff Angle (3%): 73.6°
15000
B+
X
S
[0} 10000
°
c
©
(8]
5000
____ Vertical Distribution
__ Horizontal Distribution
Angle
ISO Diagrams
ISO Candela Diagram N B 90%  16611.8 cd
" B 80%  14766.1 cd
o0 70 % 12920.3 cd
45° 60 % 11074.6 cd
@ 300 50 % 9228.8 cd
g N 40%  7383.0cd
s 30 % 5537.3 cd
2| B 20%  3691.5cd
2" B 0% 18458 cd
-30°
-45°
- Peak intensity: 18457.6 cd
i Number of c-planes: 8
Horizontal angle
ISO Lux Diagram B 50.0% 1025.4 Ix
8 300% 615.3Ix
6 10.0% 205.1 Ix
4 B 50% 10251
Bl 30% 615Ix
2
0
-2
-4
-6 Peak illuminance: 2050.8 Ix
8 Mounting height: 3.0 m
Number of c-planes: 8
8 6 4 -2 0 2 4 6 8 m
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - 4000K

CIE 1931 - Zoom

CIE 1931
0.8 { { !
4 ‘ 3993 K ‘
0.7 v { T T 1
x: 0.380
y: 0.372
06 \ ! |
0.5
e “‘
0.4 e
o e
+ %
+++*%?/
03| 3
0.2
0.1 .
0.0 -
0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7

CRI: 93.1 (R1-R8)

Yo 96

R1 R2 R3 R4 R5

98
92

R7 R8 R9 R10 R11 R12 R13 R14 R15
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Color Parameters

Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
CCT X y
3993 K 0.380 0372
Color Deviation Color Color
from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
-0.0019 0372 0.226
C°|°'.' Red Color Quality
Rendering
Component Scale
Index
CRI CRI'- R9 CQs
931 977 934
Television
ng!'\ ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf T™M30 Rg
82 913 1066
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practical light sources.
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Approx. limits for sources
Approx. limits for

on the Planckian locus.
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8
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Standard Optics - 4000K

Local Chroma Shift by Hue

(Rg)

Rf 91.3
Fidelity Index

Rg 106.6
Gammut Index

Photometric & Chromaticity Report
TM-30 Details

COLORado Solo Bar 1

Color Vector Graphic
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - 5600K

Report Summary

Measurements

Fixture Output 3819 Im
Fixture Peak: 19540 cd
Fixture Efficacy: 45 Im/W
Intensity @ 5m: 781 lux
Color Temperature: 5632 K
CRI 913 CRI R9 Value: 898
CQS: 911

TLCI 86

TM-30 Rf. 886

TM-30 Rg: 1068

Beam Angle (60%): 17.9°
Field Angle (10%). 40.9°
Cutoff Angle (3%): 73.5°

Conditions
AC Supply: 116 V, 60 Hz
Power: 8599 W
Current: 0.739 A
This data sheet conforms to American National Standard E19 - 2007 (R2017). All data

Power Factor: 099 was measured and calculated by a Viso Systems LabSpion Goniometer at the Chauvet
PD Optics Laboratory in Davie, FL on 8/13/2024 to LM-63-2002 Standards

Overall Measurement

Angular Beam Distribution Spectral Distribution

165 180 465

Tested Color (CIE 1931): [
X 0.330
Y: 0.335

Light Quality

Color Temperature

r y
5632 K
4
Chauvet Professional — www.chauvetprofessional.com EH H i
© 2024 Chauvet & Sons, LLC. All rights reserved lI VE].
All product specifications, measurements and dimensions are subject to change without notice PROFESSIONAL

58



Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - 5600K

Beam Details

Distance (m) m 3m 5m 0m 15m
Distance (ft) 33 ft 98 ft 164 ft 328 ft 492 ft
87 Ix
Cutoff: 735°
w95‘x/ Field: 409°
Lux* / Beam: 17.9°
78M//
Z]mx//
Beam Center
‘B‘N\
20&\
73&\
Footcandles* \
*measured at center of beam 18 f\
8fc
Beam Width (m) 03 m 09m 16m 32m 47 m
Beam Width (ft) 1 ft 31ft b2 ft 10.3 ft 155 ft
Beam Intensities from 1-20m (3.3-65.6ft)
Distance im 2m 3m 4m 5m 6m m 8m 9m 10m
Lux 19530 4882 2170 1221 781 542 399 305 241 195
Distance 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
Lux 161 136 116 100 87 76 68 60 54 49
Distance 3.3t 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft
FC 1814 454 202 13 73 50 37 28 22 18
Distance 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
FC 15 13 n 9 8 7 6 6 5 5
Chauvet Professional — www.chauvetprofessional.com I
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Photometric & Chromaticity Report
COLORado Solo Bar 1: Standard Optics - 5600K

Candela Plot
Beam Angle (50%): 17.9°
Field Angle (10%): 40.9°
Cutoff Angle (3%): 73.5°
15000
o~
L
©
% 10000
c
©
(§]
5000
Vertical Distribution
Horizontal Distribution
Angle
ISO Diagrams
ISO Candela Diagram goi Bl 920 % 17577.0 cd
v B 80%  15624.0 cd
oo 70 % 13671.0 cd
45° 60 % 11718.0 cd
D fs0° 50 % 9765.0 cd
g B 40%  7812.0cd
Tl 30 % 5859.0 cd
=1 B 20%  3906.0 cd
L Bl 0%  1953.0cd
-30°
-45°
- Peak intensity: 19530.0 cd
i Number of c-planes: 8
Horizontal angle
ISO Lux Diagram Il 50.0% 1085.0 Ix
8 30.0% 651.0 I
6 10.0% 217.0Ix
4 B 50% 1085Ix
B 30% 6511
2
0
-2
-4
-6 Peak illuminance: 2170.0 Ix
8 Mounting height: 3.0 m
Number of c-planes: 8
8 6 4 -2 0 2 4 6 8 m
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Photometric & Chromaticity Report

COLORado Solo Bar 1: Standard Optics - 5600K

CIE 1931 - Zoom

CIE 1931

r\(\\‘

0.8
& ‘ 5632 K ‘
0.7 .“‘ T 1
x: 0.330
y: 0.335
06 \ ? |
0.5
ey “‘
0.4 =
B »/V
sy
0.3 - X
0.2
0.1 .
0.0
0.0 0.1 0.3 0.4 0.5 0.6 0.7
CRI: Color Parameters

91.3 (R1-R8)

93

R1 R2 R3 R4 R5

©
N

90 90
H - Color Color Color
Temperature Coordinate Coordinate
P CIE 1931 CIE 1931
| B CCT X y
5632 K 0.330 0335
Color Deviation Color Color
1 B from Black Coordinate Coordinate
Body Curve CIE 1964 CIE 1964
Auv y u
R7 R8 R9 R10 R11 R12 R13 R14 R15 -0.0052 0.335 0207
C°|°'.' Red Color Quality
Rendering
Component Scale
Index
CRI CRI - R9 CQas
913 898 9
Television
ng!'\ ting Color Fidelity Color Gamut
Consistency
Index
TLCI TM30 - Rf T™M30 Rg
86 886 1068
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Approx. limits for sources
on the Planckian locus.
Approx. limits for
practical light sources.
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Photometric & Chromaticity Report
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() (CES48
=1 -
— cEses
I —
S S | cES 4
y CES43
0 cESa2
cESa1
Y _
cES40
o CES39
X o o cES38
S R R 2 2 R W wu W/v cES37
N WY O b o w2y D cES36
CES35
CES34
CES33
CES32
CES31
CES30
- - CES20
CES28
) cES27
—_— (CES26
o CES25
m CES24
CES23
.Flv ®© CES22
I CES21
< (/7] E————— CES20
———— CES19
[\ c _— CES18
T [e] e cES17
— S s CES16
o = ——————
CES14
S 3 —————————— =
CES12
£ o ——— <1
m _._V._ CES10
CES09
- CES08
..hv A cES07
a b S S (CES06
[e] e e ICES05
1 cES04
o (&) CES03
o o o o o o o
C e} [e9] © ~ N

(3d) xepuj Ayjapid

62

All product specifications, measurements and dimensions are subject to change without notice

Chauvet Professional — www.chauvetprofessional.com

© 2024 Chauvet & Sons, LLC. All rights reserved



Contact Us

General Information

Technical Support

Chauvet World Headquarters

Address: 3360 Davie Rd., Suite 509
Davie, FL 33314

Voice: (954) 577-4455

Fax: (954) 929-5560

Toll Free: (800) 762-1084

Voice: (844) 393-7575
Fax: (954) 756-8015
Email: chauvetcs@chauvetlighting.com

Website: www.chauvetdj.com

Chauvet U.K.

Address: Pod 1 EVO Park

Little Oak Drive, Sherwood Park
Nottinghamshire, NG15 OEB
UK

Voice: +44 (0) 1773 511115
Fax: +44 (0) 1773 511110

Email: UKtech@chauvetlighting.eu

Website: www.chauvetprofessional.eu

Chauvet Benelux

Address: Stokstraat 18
9770 Kruishoutem
Belgium

Voice: +32 9 388 93 97

Email: BNLtech@chauvetlighting.eu

Website: www.chauvetdj.eu

Chauvet France

Address: 3, Rue Ampére
91380 Chilly-Mazarin

France
Voice: +33 1 78 85 33 59

Email: ERtech@chauvetlighting.fr

Website: www.chauvetdj.eu

Chauvet Germany

Address: Bruno-Blrgel-Str. 11
28759 Bremen

Germany
Voice: +49 421 62 60 20

Email: DEtech@chauvetlighting.de

Website: www.chauvetdj.eu

Chauvet Mexico

Address: Av. de las Partidas 34 - 3B (Entrance by Calle
2)

Zona Industrial Lerma

Lerma, Edo. de México, CP 52000

Voice: +52 (728) 690-2010

Email: servicio@chauvet.com.mx

Website: www.chauvetdj.mx

Visit the applicable website above to verify our contact information and instructions to request support.
Outside the U.S., U.K., Ireland, Benelux, France, Germany, or Mexico, contact the dealer of the record.
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